CAPACITORS SELECTION GUIDE

TYPE “ n
PRODUCT
PICTURE
ELECTRODES METALLIZED METAL FOIL METAL FOIL METAL FOIL METAL FOIL
RATED 50 Hz
FREQUENCY 50/60 Hz 50/60 Hz 50 - 10000 Hz P T 1050 NORKING) 50/60 Hz
CAPACITANCE . ) . ) .
TOLAERANCE 5%, + 10% 5%....+ 10% 5% 10% 5%+ 10%
IEC 60871,
NEMA CP1,
STANDARDS IEC 60831-1/2 et s e IEC 60110 IEC 60871-1 IEC 60358
IEC 60358

POWER FACTOR CORRECTION EQUIPMENT

FIXED PF BANKS AUTOMATIC PFC HIGH VOLTAGE
WITH OR WITHOUT AUT%’\A’I:ESC i BANKS WITH DVI\:;ZTIESPFC PFC
FILTER REACTORS HARMONICS FILTER (TURN KEY SOLUTIONS)

PRODUCT
PICTURE

400V, 50 Hz 400V, 50 Hz 400V, 50 Hz 400V, 50 Hz
RATED VOLTAGE OTHER VOLTAGES ON REQUEST OTHER VOLTAGES ON REQUEST OTHER VOLTAGES ON REQUEST OTHER VOLTAGES ON REQUEST UP TO 36 kv
;imgiRATURE -25...+50 °C -10...+50 °C -10 ... +50 °C -10...+50 °C -25..+55°C
TOTAL
LOSSES < 1.5 Wrkvar < 1.5 Wrkvar <5 Wr/kvar <8 Wrkvar <5 Wrkvar

IEC 60871 2014

STANDARDS EN 60831/1-2 EN 60831/1-2 EN 60831/1-2 EN 60831/1-2 'Engogg;é;/Z
EN 60439 EN 60439 EN 60439 EN 60439

IEC 60529
IEC 62271-100 ‘

NOTE: * OTHER TYPES ON REQUEST
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CAPACITORS SELECTION GUIDE

COMPONENTS FOR RADIO INTERFERENCE SUPPRESION

TYPE KPB23xx KNB154x * KNB155x * KNB156x * KNB153x * KNR153x - RC UNITS KNB158x m m KNB753x KPR23xx KPB73xx, KPB70xx KPB83xx KPB7325 KPB7077 KNB7425 KPL30xx KPL35xx KNL35xx

PRODUCT

PICTURE

RATED

AC VOLTAGE 275V 310V 275V, 300V 275V, 300V 275V 310V 250V, 300V 275V 275V 275V 275V 275V 275V 275V 275V 275V 250V
CAPACITANCE

TOLERANCE +20% +10%, + 20% +10%, + 20% +10%, + 20% +10%, + 20% +10%, + 20% +10%, = 20% +10%, +20% +10%, £ 20% +20% +20% +20% +20% +20% +20% +20% +20% +20% +20%
RATED

CURRENT 3-16A 10-16A T0A125A,16 A
CLIMATIC 40/110/56

CATEGORY 25/100/21 40/100/56 40/110/56 £0/125/56 40/100/56 40/085/56 40/110/56 40/100/56 40/100/56 40/100/56 25/100/21 25/100/21 25/085/21 25/100/21 25/100/21 25/100/21 40/100/56 25/100/21 25/100/21

(Y ENG (Y N NG (Y N 2 N
S S S SN /Z A NS A /7 /7 N /Y N = NS /A
RS RS SN S S S S

NOTE: * TYPES KNB1530, KNB1540, KNB1550 AND KNB1560 ARE AVAILABLE IN CD VERSION; WHICH IS RECOMMENDED FOR SERIAL CONNECTION WITH THE MAINS

CAPACITORS FOR USE IN ELECTRONICS POWER ELECTRONIC CAPACITORS

TYPE KEU1910 KEU1012 KLI1910 KNI1910 KNU1910 KNM12xx, KNM22xx, KNM32xx TYPE KNB191x KNI15048 KNG191x KNG204x, KNG304x KNG491x

KNO19Ax, KNO19Bx KNO191x

PRODUCT PRODUCT
PICTURE PICTURE

L i+ i it it il
ELECTRODES METALLIZED METALLIZED MEJ’E*#AFL(E"EQD D(j\trgl‘;Lhag'i{T_l[;ézl)lzD METALLIZED METALLIZED ELECTRODES METALLIZED METALLIZED METALLIZED METALLIZED METALLIZED D%BDLAEAQTQLZUEZDED D%EL;EATE\EEUEZ;D
e B T T T T TR T T T T T T
ngLETiGE 631000V DC 100 - 2000V DC 100 - 2000V DC 250 - 2000V DC 2501600V DC 275460V AC %i@;mys £ 50, + 10% + 50,  10% + 5%, £ 10% 50, £ 10% 5%, £ 10% + 5%, + 10% £ 5%, + 10%
T weews SEUR O mDe R SEDY mmem BERL e M MmN MK RS SN e
ES;EEIN . 2.5-90Vips 2590 Vius 2200 - 20500 V/js 300 - 7000 V/pis 45 - 450 Vips S>11 ”HFF:jSOOO\xL o E/L\'T“gggi\( 40/085/56 40/085/56 40/085/56 40/085/56 40/110/56 40/085/56 40/085/56
S wwsswes s swesswes o ZER Mo RNl Omhau CO00ha COBhSc | CUO0NELCTOOREL 00N
PITCH 10-27.5mm AXIAL 7.5-27.5mm 7.5-27.5mm 10-27.5mm 225-375mm TERMINAL PAR%;EEL&'SEZDP%PPER SCREW: M6, M10 Pi%%%}@%? FmﬁtEthigo PACRZSEEEE};\/:\/EFE‘EED J{‘SX'S'RG’\;:?RFEOVSS PA%SEE%%&:EED
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